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REGUPOL sill isola�on pads reduce the transmission of 
structure-borne noise and vibra�on by decoupling the top 
and botom of interior par��ons.  They are available in 4”, 
6”, and 8” wide strips.  REGUPOL sill isola�on pads are 
compa�ble with most wall types. 
 
Applica�ons 
› Wood stud walls 
› Steel stud walls 
› CMU walls 
› Concrete walls 

 
Materials 
› Polyurethane 
› Styrene-Butadiene Rubber 

 
 

Width Length Thickness Unit Weight Density Hardness 
4” 5’ 1/4” 1.6 lb 49 lb / cu� (+/- 4 lb) A Shore Durometer 40 – 55 
6” 5’ 1/4” 2.4 lb 49 lb / cu� (+/- 4 lb) A Shore Durometer 40 – 55 
8” 5’ 1/4” 3.2 lb 49 lb / cu� (+/- 4 lb) A Shore Durometer 40 – 55 

 
Please contact us for detailed tes�ng informa�on and product data. 
 
 

Example Assembly 
Wood Stud Decoupling 

 

 
 
 
 
 

2x4 Wood Stud 

5/8” Drywall 

Metal Washer 

REGUPOL 3D isola�on washer, 1/4” 

1/4” Mechanical Fastener 

REGUPOL sill isola�on pad, 4” 

1/2” Hole Drilled Through Stud 

1/4” Gap Between Drywall and Subfloor 
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Wood Stud Wall  Metal Stud Wall 
 

 
 
 

CMU Wall  Brick Wall 
 

 
 
 

Accessories 
 

REGUPOL 3D 
isola�on washer 
 

 

REGUPOL sonusclip 
SC100 
 

 

REGUPOL perimeter 
isola�on strip 
 

 

  

 


