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The REGUPOL sonusclip DE90 reduces the transmission of 
airborne and structure-borne noise through walls and ceilings, 
including wood, steel, and concrete construc�on. The sonusclip 
DE90 are designed to decouple wall framing and ceiling systems. 
The resilient rubber isolators used in the sonusclip DE90 absorb 
energy and improve STC (airborne) and IIC (impact) acous�c 
ra�ngs. For detailed layouts and spacing recommenda�ons, please 
see the installa�on guide or contact us. 
 
Applica�ons 
› Cabinets 
› Ceilings 
› Connector for walls 
› Fans 
› Garage door motors and rails 
› HVAC and plumbing 
› Projectors 
› Speakers 
› TVs 

 
 

Property Result Standard Note 
Deflec�on 3 mm   
Design Load 36 lb / clip   
Fire Resistance Tes�ng Pass ASTM E119 Visit UL Product iQ for details 
Pullout and Shear 108 lb   
VOC Treated Yes   

 
 

Dimensions 
› Height: 4-1/2” 
› Width: 1-5/8” 
› Depth: 1-3/4” 
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Assembly Ra�ng Standard Test Report 
Luxury Vinyl Plank, 1/4" 
Gypsum Underlayment, 1” 
OSB, 3/4” 
Open Web Truss, 18” 
REGUPOL sonusclip DE90, 4-1/2” 
Fiberglass Insula�on, 3-1/2” 
Drywall Main Beam, 1-11/16” 
Gypsum Panel, 5/8” 

STC 61 
IIC 57 

ASTM E90 
ASTM E492 

J9666.02-113-11-R1 

Luxury Vinyl Plank, 1/4" 
Gypsum Underlayment, 1” 
OSB, 3/4” 
Open Web Truss, 18” 
REGUPOL sonusclip DE90, 4-1/2” 
Fiberglass Insula�on, 3-1/2” 
Drywall Main Beam, 1-11/16” 
Gypsum Panel, 5/8” 
Gypsum Panel, 5/8” 

STC 63 
IIC 59 

ASTM E90 
ASTM E492 

J9666.03-113-11-R1 

 
 

Accessories 
 

REGUPOL sonusclip 
SC100 
 

 

REGUPOL sill 
isola�on pad 
 

 

REGUPOL 3D 
isola�on washer 
 

 

REGUPOL sonus 
core 
 

 

 

 
 


